ROUND 95 PROPOSED SAMPLING

TABLE 3

Former Rhone-Poulenc Site
Tukwila, Washington

Analyte

Performance Monitoring Sample Locations

Additional Sample Locations

B1A

MW-38R

MW-39

MW-40 | Mw-41 | Mw-42 | Mw-43 | Mw-44

MW-45

MW-46

DM-8

EX-3

DM-4

EX-1

MW-12 | MW-17 | mw-22 | Mw-28

MW-53

MW-54

IMW-A1-D

Total Metals

Aluminum

X X

Arsenic

>

>

>

>

X X

>

>

>

>

Cadmium

X X

Calcium

Chromium

Chloride

Copper

Iron

Lead

Magnesium

Manganese

Mercury

Nickel

Potassium

Selenium

Sodium

Thallium

X

Vanadium

X

>

>

>

>
>

>

Zinc

X

XIX|IXIX|X|X|X|X|X[X|X|X|X|X|X|X|X|X<]|x
XIX[IXIX|X|X|X|X|X[X|X|X|X|[X|X|X|X|X]|x

Dissolved Metals (Field Filtered)

Copper

Iron

Manganese

Silica

XX |Xx<|Xx

XX |Xx<|Xx

XX |X|[>x

SVOCs

Pentachlorophenol

Full-Suite SVOC

Polychlorinated Biphenyls

PCBs

Dioxin/Furans’

Dioxin/Furans

NAPL Assessment

Full-Suite SVOC

PCBs

VOCs

BTEX

Geo-Chemistry Suite

Total Organic Carbon

Total Inorganic Carbon

Nitrate/Nitrite/total N

Total Kjeldahl Nitrogen

Total Phosphorus

Sulfate

Total Dissolved Solids

Alkalinity

Hardness

XX | XX X|X|X]|X]|X
XX | XX X|X|X<]|X]|X

XX XX X|X|X<|X]|X

XIX|X[X|X|X|X<|X]|X

Notes:

1. To be field filtered using 0.45 micron filter to reduce colloids.
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